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Eylar (or Elar) (N 40-16, E 44-38) 50X1

Sukhoy Fontan : Avalleble weps show the road passing through Fontan
(N ho-24, E bh-na) .

Akhte (N 40-30, E 44-LU6)

Seven (N ho-;3, E bh-56)

Golovine (N'40-43, E 4h-51)
Semenovskly Pass (N 40-l1, E 4k-51)
Dilizhan (N bo-45, B L4h-52)
Idzhévan (N 40-53, E 45-11)
Uzuntals (N 40-59, E 45-15)

For Zenge river read Zanga River (N 40-33, E 4k-58) .

Novonikilaevke : 4vailable msps show the rosd rassing through Nikolayevka
(N bo-21, E 44-39) .. J

Page 3, paragraph 2!
Artashat (N 39-57, E 4k-3k)
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Davalu (or Ararat) (N 39-50, E bh-h2)
Arazdayan (N 43-38, E Lh-46)
Nekhichevan (N 39-12, E 45.25)

Taza: Appears on available maps as Tazagyukh (N 40-06, E b4-28).

Gyukh s Ibid . : F
Echmiadzin (N 40-10, E bh-18) . R

Markara (N %0-02, E h4-11)
For Dzhafarabad read Dzhafarapat (N 40-03, E ¥3-36),

Khatunarkh: Available maps show a pr;fﬁ‘ary roaed passing toi the left of Verkhniy
Khatunark (N 40-06, E 44-20) ;through #n urban srea at (N 40-06, E #-17). v

'”‘t:;

et

Ashtarak (N 40-18, E hh-22)
Talish (N 40-17, E 44-05)
Talin: A&ailable maps show 'ﬁ“ﬁiﬁf&ry@@o&é&betﬁeén Télish'iM--mstara ,passdn,
through Verkhniy Telin (N 40-23, E 43-53). Nizhniy Talin (N 40-20, E 43-51
lies southwest of Verkhnly Talin, on the Karsburun roads -
Mastara (N 40-27, E 43-53) '
Maralik (N 40-3L4, E 43-52)
Page 4, paragraph 5:
Kasakh River (N 40-18, E 4h-22)
Karsburun (N 40-15, E 43—49)_
Kirovakan (N 40-48, E 4k-30)
Amzagluen eppearivon-theigilatheiamap es. Anzagtiifisn,
Page 5, paragraph G ‘ ‘
" Dot sy Pady (TS G a0

Bol'shiye Keti: Avallable meps show the primery road between Lenlnskan and
Kalinino,passing through Nizhniye Keti (N 40-53, B 43-51).

.-

Vardagbyur (N 40-58, E 43-54)

Kalinino (N 41~-07, B 44-18)

For Krestovskly Pass read Krestovyy Pass (N 42-32, E 4k-28).
Page 6, paragraph 10}

Stepanaven (N 41-01, E 44-23)

For Pushinskly Pass read Push.kinsi:iy Pass (N 40-54, B 4h-26),

For Gerger River read Gergeri River (N 40-57, E L4-26),

For Tumanyen (Kolegeran) read Kolagiran (N 40-58, E 4h-42),

CeQ~N-FeI~-D-E~N-T-I-A-L
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Pambak River (N 40-57, E 44-39)
Page 7, paragraph 13:
Goris (N 39-30, E 46-23)
For Angekhaket read Angekhakot (N 39-35, E b5-55),
For Bichanegskiy Pass read Pichenakskiy Pass (N 39-33, E 45-48),
For Sisyan read Sislan (N 39-32, E 46-02)
Kefan (N 39-12, B 46-22)
For Minkzhvan read Mindzhevan (N 39-02, E 46-L2),

Page 8, paragraph 2:

Fra
et

Norashen, (N 39-33, E 45-02)
Bazarchay (N 39-35, E 45-45)
For Shaabyz read Shakhbuz (N 39-25, © 45-32)

Dastakert (N 39-23, E 46-02)

3 N A g are ¢ rdi a an
4 s ment loned
ﬂ O(). gt tes d corrected spellings of location
° 50X

For Kareklis read Kerskilisa (N Lo-43, E 43-49),

For Nizhne Agdzhekshals read Nizhre-Agdzhakala (N 40-20, & 4k4-01).
For Ranchpar read Renchar {§ 40-02, © 44-22),

For Serenyer reed Sarvanler (N L0-03, & hh-éﬁ).

For Sedunchi read Sabunchi (N 39-59, © Ly _28),

For Agamzaly read Agemzelu (N 40-03 s B 44.28),

For Flopetovo read Fipletovo (N ho-bk, & hy.42),

. |coments 50x1

1. Ref. page 9, paragraph 2, visevka should probably read vysevki,

2. Ref. Attachment, Kareklis is the same as Kirovekan (N 40-48, E 44-30),

C~0-N~-F-I-D-E-N-T-I-A-I,
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Introduction . ».
This report describes the msih highways and roads of he Ai‘M . 50X1

50X1 .
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4. 1Individusl Highways, Bridges and Passes. .. N

1. The Yereyan - Eylar = Sukhoy Fqntan.='Akﬁia‘P Seidn~- Golovino -
‘Bemenovakiy 3?5’ = Dilizhan f,;dzheygn,—.vzunﬁg;g»ﬂighray‘
"The Yerevan - Uzuntala roadbiévthé_ﬁéihbirﬁl higﬁi&&lbf‘the Armenian
Republic and consists of approximately 180 km of black-top, blend type

road surface having as a :oﬁndgtionfthe former white conetruction rock. o
roadbed. It joins the Azerbaydzhan §SK road net .at Uzuntala and leads ‘
to the Georgian Border Road, The! traveled way is eight to ten meters ,
wide, but on steep turns the ‘road widens to 12 3014 m and in the 0
villages .it REITOWS 0 six or seven meters, Except for one 35 to 40 m ‘
long; old bridge across the Zenge river, there are no large road bridges
along its route. However, there are many small bridges 10 to 13 m

long and many culverts. The worn down pdrtions and holes of the road .
are repaired each year, and some portions are resurfaced with a single .
or double surface. s '

From 1946 to 1948 an iMpregnated surface by-pass, approximately five
_ kilometers iong and eight meters wide, was constructed near Akhta, In
1950 construction began an a six-kilometer -long, eight .meter_wide by«
‘pass near Dilizhan which was scheduled for completion in 1953,

a. >Samenp€sk1y Pass

The by~pass hers has a black=top surface built by means of impreg-
nation. -Its width is eight to ten meters. 4long sharp curves,
however, the width of the road reaches 12 to 14 m. There are
breasi-walls (songtructed in 1952) to retain the ground in case of

landslides caused by rain.. Traffioc moves normelly all year round.
From theﬁpgnkcr‘of'the pase toward Dilishan; there are large forests.

Do 'gnow conditiqnu

This road is snow=-bound from the village of Novonikilgevka, located
approximately %0 km from ‘Yerevan, to the Semenovskiy Pass; including i
two curves of that rortion of the road which leads through the pass. '
The remainder of the road to the Georgian Border is not snow-bound,

because of the presence of forests and the nature of the terrain.

Snow drifts on the abovermentioned portions of the road usually

start in December and last until March, depending on the severeness

of the winter. Along the road snow-soresns are set up 0 hold back

the snow. Besides this the snow is cleared from the road by both
mechanioal means (tractors, srow ploughs) and by manual labor, °
‘Ocoasionally oertain portions of the road are olosed as & result of
continuous snow-storms, which ngy last from one week %o 10 days.

Generully speaking, this road is slways open to vehioular traffio;

6. Bridges .
The bridge across the Zanga River on the Yofovtn = Dilighan roed
&t the outskirts of the Teglonal center, Sevan, has & length of
about 35 40 50 m. Its width is about six meters. The bridge

supports are of stone., The superstruoture is wooden. The nature of
the road bearer construction and the woight ocapaoity are unknown,

CORFIDENTIAL
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Yerevan ~ Artashet - Davslu - Arazdayan -~ Nakhichevan - Azerbsidahen Border
Highway .

The length of the highway is about 70 km, the width of the traveled way is
generally six meters, and in rare instances up to eight meters, It has &
black-top impregnated surface, There are no large bridges slong its
route, but there are small bridges and culverts not longer than eight to
ten meters., These bridges are of atone and the culverts are of concrete.
In 1951 a two kilometer by-pass was constructed near the village of
Akhamzal., This by-pess is eight meters wide and of ths impregnated type.
Holes are repaired annually by the single- or double-surfacing process.
Such repairs took place in 1947 ~ 1948 near Arszdeysn and in 1950 - 1952
near Davelu - Artashat, and also in the Taza - Gyukh - Yereven portions
(These were large scalerepairs.) This road is not snow-bound and is not

- subject to winter maintenance in view of terrain conditions.

The Yerevan - Echmiadzin - Markara 'i‘url‘ti‘ShlBo\:‘der Highwv.y

This highway is about 50 to 60 km in length. The width of the traveled
way is generally six meters and in some places up to eight meters. For
seven kilometers from Yerevan to Dzhafarabad it has an asphalt-reinforced
surface over a former white-construction-rock roadbed. In 1951 a one kilo-
meter portion of the road near the Agyr - Gel lake region was leveled and a
concrete-reinforced, 10 m long bridge constructed. Along the remainder of
the route are small bridges and culverts, constructed long ago. .Chuck hole
repairs are asscomplished annually. In 1948-1952 the route was subjected
to. & single~ and double-gurfacing repair job for a 32 to 35 km stretch.
This road is not snow-bound and is not subject to winter maintenance.

The bridge near the Lake Agir - Gel on the Yerevan-Echmiedzin-Markara Road
is comstructed of reinforced concrete. The bridge supports are of stone.
The length of the bridge is 10 to 12 m, its width six to seven meters. Its
weight capacity is 60 tons.

Echmiadzin - Khatunarkh Turkish Border Road

The length of this highway is no more than 35 km (source personally was
never on this road). Ite assumed width is mostly six meters but in pleces
it 1s wider. For 20 km from Echmiadzin the surface is of the black-top
®blend" type. The remainder of the road to the Turkish border is of gravel.
This road was very aslowly constructed from 1946 to 1952 at a rate of 3 to
3% km annually. This road is not snow-bound and is not subject to winter
maintenance.

Yerevan - Echmiadzin - Ashtarak - Talish -~ Talin - Mastara = Maralik =
Leninakhan Fork of Road

This route is about 150 km long, The width of the traveled way is six to
eight meters. From Yerevan to Talin (about 100 km) the route 1a of the
black~top "blend" type. From Leninakhan to Maralik (10 to 15 km) it was
& white road metal surface. The mmainder of the route i1s & dirt road with
a badly-demaged surface (1952). It was plannsd to construet in 1953 a 25
to 30 km length of black-top "blend" type surface, with construction start-
ing at the same time from both Talin and Leninakhen, and then to complete
the mmaining portion in 1954, From 1946 to 1952 a 35 to 38 Xm length of
black-top was laid from Telish to Talin at the rate of five to six kilo~-
meters annually. In 1951-1952 a concrete-reinforced bridge 16 to 18 m
long and & meters wide was constructed in the Aynalu ravine., During the
same time two other concrete~reinforced bridges 14 m long were constructed
along the route between the Aynalu ravine and Talin.

Damaged portions of the route arerepaired ennually, as needed; by repair-
ing the chuck-holes by resurfacing. In 1950 survey work was done in the
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Ashterak region 14 to 2 km below the present one-way stone bridge across
the Kasakh River, in an effort to find 2 new site for a large concrete-
reinforced bridge. The bridge is expected to be about 140 to 160 m long
and 6 m wide. The traveled way of the bridge 1s expected te be 70 m over
the surface of the river. In 1951 - 1952 work was already started onthe ‘
shore and center caissons as well as on the approaches. : 50X1
th fer construction of this bridge hsd progressed
oug) hizb‘.ly possible that it was then in use or was 50X1
. Snow and Snow Removal ‘ : o 50x1

This road is not open during tie winteri It 1s closed until late spring
(from Talin) because of hie heavy 'snow and snow-drifts. The portion of
the road stretching approximstely from the village of Talish to almost
Leninakhen is snow-bound because of the nature of the terrain. Approxi-
mately from the middle of December to the end of Merch, vehiculer traffic
on this portion of the road is interrupted and the rosd closed. This
portion of the road is not subject to winter maintenance, and the snow
18 not cleared off. '

be Bridge Across Kasakh River

This bridge, near the regional center of ps:iarak, is constructed of
reinforced-concrete with three spans, The length of the bridge 1ia.

140 to 160 m, its width six meters. The bridge supports are also of
reinforced-concrete, of a basalt type. Ita weight capacity is not less
than 60 tons. L :

¢ce Three Br;dgaa

There are three bridges on the Ashterak -- Talin Highway. Their lengths
are from 14 to 18 m and the width of their traveled ways 6 m. Their
construstion is of reinforced-concrete. The bridge supports are of
stone and the weight capacity not less than 60 tons.

Talin - Karaburun Railroad Station Roadway

This road is about 22 to 25 lm long and six to seven neters wide. In 1952
it was & badly damaged white road-metal surface road. Chuck hole mpairs
and sanding are done annually, It has no large bridges. Because of snow
the road is almost ocontinucusly closed fromthe middle of December to the
beginning of March. This road is not subjest to snow-clearing and winter
meintenance for the benefit of vehicular treffio. The regicnal ceater of
Talin and the railrocad station of Karaburun sre constantly linked by cart
transport and ocoasionally, Af weather permits it, by automobile transport.

Kirovakan - Amgagimen - Dilishan Road

This road 1s 50 km long, The traveled way is about six meters wide in most
places but ocoasionally goes up to elght meters in width, The surfacing

is es follows. From Kirovakan for 13 km, it is asphalt-reinforoed, Mrom
this point to Amzegiman it is of a black-top Pimpregnated" type. From
Amzagiman to Dilizhan the route hes s white rosd-metsl surface, The asphalt-
reinforced portion was mnstrusted in 1950 - 1951, from six to seven kilo-
meters annually, while the 12 km stretch of bllol':-top to Ammagiman was built
in 1952, In 19511952 the road was widened and stone bulwarks oconstruoted
at curves from Amsagiman to Dilizhan, In 1952 the former amall bridges

were videned slong the 13 km asphalt-relnforaed portion, Generally apeaking
the road does not beoome snow-bound except for isclated porticns for short

CONFIDENTIAL
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periods when heavy snow storms oceur, In general, however, there are no

- 8now~drifts in view of the presence of large forests and because of the
local terrain. Isolated snow-bound portions of the road are olsared by
hand ahd occasionally by mechanical means. During the winter this road
generally remeins open to automobile transport. Snow clearing on this road
starts in December end lasts approximately until the middle of March,

An Armeylan Ushosdor plan for 1953-1954 had projected surfacing the remain-
der of the route with an impregnated surface,

Kirovaken - Dzhadzhurskiy Pass - Leninakhan Road

This route is about 70 km long and the traveled way is about aix to elght
meters wide. It has impregneted=type; black-top portions from Kirovakan

to the Dzhadzhurskily Pass, Other porticns are of the double "blend® type.
From the pass to Leninakhan the route has a white constructlion rock surface.
In 1949-1950 the 10 to 12 km stretch from Leninekhsn to the pass was sur~
faced with roed metal., In 1951-1952 the completely worn portions of the
black-top were completely resurfaced by the "blend® type method. Censtruce
tion was 3% to 4 lm ennually as far as could be reaalled [::::::;;::] 50X1
Chuck hole repairs sre made rather systematically. There are no large
bridges along the route. Former small bridges and culverts are being
reconstructed and widemsd. The read is subjected to heavy smow falls and
is anow-bound, especlally at the Dzhedzhurskiy Pass.

&+« Snow and Snow Removal

On some portions of the roed there are heavy snow drifts, which are
cleared by tractor-drawn snow ploughs and by hand. S$now clearing on
this road usuelly sterts at the bteginning of December snd consinves
untll the end of March. O:susionslly, in view of incessant snoW=gtorme,
certain portione of the road, especislly in tha pass arss, are oleared
for 10 to 15 days. Along hoavily snow=bound portions, mow-scrsehs arw
set up to hold baaok the znow.

‘g;ﬁ%. Dzhedzhurelcly Pass

9

Thie 1s o white rosd-metal highwey. The width of the traveled way 1s
about six to eight meters., Along curver the width of +ho roed reaches
10 m. During the winter automobile traffic im difficult dus to heavy
gnow-drifts, During the remainder of the year automobile traffiec
proceeds at moderate speed, This L1z the coldest purt of Armenla.

Leninekan - Bol'shiye Ketl = Vardegbyur - Xalinino Road

Thls route is about 75 km long end the traveled way is six to seven meters
wide. A five kilometer stretch from Leninakhan was surfaced with e asphalt-
reinforced surface in 1950-1951, The road for 50 to 52 km from this point
has a white, road-metal surface, while the remainder of te route is a dirt
road up to a point 15 km from Kalinino., The last 15 km are of the white,
road-metal type. A white, roed-metal surface was planned for the dirt por-
tlon in 1953. The former white, road-metal surface wes lald in 1950-1952,
ab the rate of 16 to 18 km annuelly.

Therse are no largs bridges along the route. The small bridges and culverts
were being systematically reconstructed and widened. This road becomes
heavily snow bound and the 40 km stretoh from Leninaken to the regional
center of Kelinino is usually heavily snow-bound, especially near the -
Krestovskiy Pass. This roed is not subjected to winter meintensnce and
remeins cloged from the middle of December to the end of March, The
portion of the road in the pass region is often closed until the middle

of April, There wes no mechanical snow removal,
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10, Stepanavan - Pushinskiy Fass Road and the Kirovakan - Leninskan Road Fork

The length of this route is 45 to 50 km and the width of the travelsd way
is six to eight meters, The surface from Stepanaven for six kilometers

1s black-top and was congtructed from 1950 to 1951 by double surfacing
over a white highway at an annual rate of three kilomsters. The remainder
of the road is of the white, road-metal surface type, although the portion
of the road leading over the pass is partly of the dirt road and gravel
type. From 1948 to 1952 badly-worn portions of the read were replaced by
white highway constructed at an annusl rate of five to six kilometers.

Across the Gerger River there is a 35 to 40 m long bridge. The bridge
support is of stons but the supsrstructure is wooden, 1In 1953-1954 the
bridge was supposed to widened and rebuilt. There are small bridges and
culverts up fo six to elght meters long, The roed is subject to being
snow bound, especially in the Pushingkly Pass region, Winter maintenance
and snow clearing by mechanical and manual meane are performed from the
beginning of December to the middle of March (middle of March in the pass
region). During heavy snow-storms the road, especially in the pass region,
remaing ¢losed for 7 to 10 days. " Generally speaking, every effort is mads
to keep the road open to automobile transport,

& Pushinakiy Pags

This 1s a white, road metal highway with ococasional sections of dirt
road. The width of the traveled way iz six meters, but along sherp
ourves 1t reaches 8 to 10 m, Automobile trensport and traffic proceeds
at moderate speed, Heavy snow drifts make automobile traffic difficult
during the winter.

be Bridge Across Gerger River

" This bridge crosses the Gerger river on the Stepanavan - Kirovaken

. Highway, has a length of about 35 to 40 m,; e width of six meters. The
bridge supports are of stons, the superstructure of wood. The weight
capacity of this bridge 1s unknown.

1l. Roed from the Tumanyan (Kolageran) Railroad Station to the Stepanavan -
Pughinskly Pass

The length of the route 1s sbout 35 km, while the width of the travelesd
way is from six to eight meters, It has e white, road metal surface,
Heavily worn portions wers repaired in 1950-1952 at the rate of s8ix to
eight kilometers annually, Chuck-holes are repaired systematically, In
1950-1951 a steel bridge (girders were made in Kiev) was constructed at
Tumanyan across the. Devbet River. The width of the traveled way of the
bridge is six meters and the length 60 ms It 18 10 m above the river
surface., The remaining bridges md culverts are amall, not over eight
meters long. The road does not become snow~-bound and is not subject to
winter maintenance, Occasionally, in the event that there are heevy
snowfalls, the roed is cleared manually,

a., Bridge Across Pambak River
This bridge crosses the Pambak river on the Stepanaven - Tumanyan
(Kolageran) Railroad Station Highway, has a length of about 60 m, Its
width is six meters. The bridge supports are of stone and the weight
capaclty not less then 60 tons. The girders are of metsl and the
superstructure of reinforced-concrete,
12. Stepanavan - Kalinino - Georglan Border Road

The length of the route is about 45 km, while the width of the traveled
way 1s six to eight meters. The surface 1s of white road metsl which was

CONFIDENTIAL
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laid in 1948 - 1951 and really consisted of repairing the former roasd
surface. From that time there hsve been systematlc repairs of chuck holes.
There are no large bridges along the route. The present small btridges
and culverts were redonstructed in 1951-1952. The road from the regional
center of Kalinino to the Georglen border becomes snowsbound and is not
subjected tc snow clearing, This portion of the rcad is therefore often
closed to automobile traffic from sarly December to the end of March,

13, Goris - Angekhaket - Bichanagskiy Pass (through which pass the Armenian and
Azertaydzhan border rosds) ' o B

The length ofthis route 1s about 70 km, the width of the traveled way S =
akout six to eight meters. Seventy percent of the route has a white, road- y
metel surface, while the remaining 30 percent near the pass hae & Girt g
surface, Bash yeer the road im widened ang repaired, It waa planned to

ley a white, road-metel surface in the pass area in 1953«1954, ‘The present
white, road-metal surface was laid in 194h=1952 at an average of seven to
eight kilometers annually. The river at the base of the pase is orossed

by & 25 to 30 m long widge, having a traveled way #ix meters wide., The-

neme of the river ae well as the type of bridge ave unknmown. The remainder
of the bridges along the route are no longer than six to eight meters, The
road i heavily wnow blocked, empesially in the pass area., From the middle ..
of November to April the road is kept olean and maintsined by both mechanis |
cal and manual means. As a result of heavy and continuous enow-storms the
pass section of the road 1s often closed for 10 to 15 daya.

2. Bichenagekiy Pass R
This iz a dirt roed. Occasionally there are gravel portions. The
width of the road is six to seven meters, but along sharp eurves the
width reaches 10 m. During. the period of heavy rainfalle; ruts are

: , formed which render automobile ‘transport difficult. During the winter

s - sutomobile traffic is sxtremely difficult due to heavy spow drifts,

During the remainder of the year automobile traffic proceeds at

moderat® spesd, Generally speaking the pass is in poor dondltion for -

automoblle traffic. - SR , '

bs Bridge near Anchekhekot

. The bridge on the Goris - Bichanagskiy Pass Highwey is located not
far from the village of Anchekhakot, The length of this bridge is about
35 to 40 m, its width six meters. Bridge supports are possibly of
stons, and the upperstructure of wood, The waight capaclty is unknown.

l4s Goris - Azerbaydzhan Border Road

The length of the route is about 30 to 35 ¥mj the width of the traveled T
way is in most spots six meters but wider in others, The surface is of i
vhite road metel, which wae subjected to & basilc repalr end reconstrustion

Job in 1949-1952., From that time on 1t wes subjected to systematis chuck-

hole repairs, There are no large bridges slong the route. In 1952 road

curves were widened. The route is not snowebound and is not subjected

to snow clearing. .

B. Road Net of Yerevan and Zangezyrom

. The city of Yerevan is linked with Zangezyrom (Goris, Sisyan and Kafan

reglons) by thrse baeic means of communications
1. Road over Kefan '

It is recessary to go by the Yerevan-Baku Reilway to the Minkzhvan Station,
and from there by train to the eity of Kafan, and from Kafan by the Kafan-
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- sudden attention to the pass wes linked to the rumored discovery of uranium "y

Methods of Highway Constrvetion (source deseribed Soviet~road-mqking processes
a8 follows): ' . :

_ rollers,

" and the subgrade 1s ready for use. -

50')'(1
II 4 .!‘
. lll:

' GONFIISDENTm

. A ' ‘ "
Goris-Sisyan Highway, A portion of this road, especially betwesn Kafan: BN
and Goris, only infrequently is snow bound and is used during practically ay
the entire year. The route is about 60 km long.” The relief of the srea - Ly
mekes this route difficult to travel. , g

Road over Kazbek S o o

The second link is the Yerevan - Artaghet - Norasben - Eazbek - Waliches - ' “
Bezarchay - Anchekhaskot - Goris Wigtway. The route from Yorashen to Goris vy
18 of the white, rosd-metal Lype, sut black-top from ferever o Norashen, b
The Telief is rugged: There are geveral pass sreas thel are closed during ‘

the winter. Veblculer traffic ceased from tie end of Wovember to the end : A
OF April, beceuse ihere is no wirter maintensuce, : ‘

Road over Makhichevar.

the third iink s the Yerevas = Arfashat - forashen -
Bichanagslely Pase « Angsihaitot = Gorig High%uy. o
type from Nukhichevan o Gorie, for the mont purt, of the white, roude .
metal type, There are also short stretchss of gravel or divt roads, The by
‘goneral velief of the roadway, oxospt for the Blchenagakiy Pasa, is of & ol
lesa rugged nature. The pass uszed Lo Yo elosed fromthe and of ﬁovamber :

to the end of March because of heavy snow-falls and drifts. The »oad is S
subject to winter maintenance as well as both mechanical end hand snow Lo
removal operatione, It must be teken into account that this road is the L
maln roadway between Yerevan and Goris, : ‘ )

3

: 3 EE i
NakhichéVan = Shashys ‘
This 48 of t ea%&aoi-%o:yz. e

Bichanagskiy Pass Improvements - o i

Starting in 1949 the Soviet government begen to pay particular attention =~ . b
to the condition of the Bichanagskiy Pass. - In 4he summer of 1949 the.

elde bulwarks of the pass were strenghtened and in some spots also widensed.
The Armenian Ushosdor received orders to keep the pase fres of snow drifts.
From that time snow removal was accomplished with the aid of snowplow :
and billdozers. According to rumors floating around, the reason for the o

ore in the Sisyan (Armenia) region.

There were no facts to indicate the o
veracity of these rumors, -

and they are therefore related strictly as hear.-
say statements, However, it isknawn spacificelly that since 1945 mines

have been constructed near Dastekert, the Sisyan region for the mining K
of molybdenum (metal used to produce high quality steel), Thie construce ‘ ,
tion was highly successful and the yield has progressed yesr by year., I it
seens that the construction of an airfield in the Sisyan region has much |
in common with these operations,

Asphalt and Concrete : o o "\

The subgrade with appropriate road profils and ouvettes {drainage) is ini- C
tlally laid. The subgrade is subjected to heavy rolling by 10 to 12 ton ) oo
The rolling is followed by laying & 10 to 12 om layer of sand and R
then an 8 to 12 om layer of cobblestons or coarse; hard rock, which in : "
turn is heavy rolled, On top of this rock layer a four-centimer filler '
layer of road-metal 1s added and the heavy rolling is repested. Now be= L
gins the construction of the five to seven centimeter bottom layer of asphale o
tic conorete, which is steam-rolied by 10 %o 12 tor rollers. The top- ;
layer of asphaltic concrete is very fine and three to four centimeters . N
thick, It 1s laid and rolled by five to eight ton rollers, preferably S8
double ones, This is followed by a very thin layer (up to .2 om) of sand,
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If this asphaltic concrete surfacing is applisd to old roade which have a
hard subgrade, the surface is first leveled, carefuliy cleaned of obstruct-
ing duat and debris by mechenical rotery brushea, and then the asphalt
reinforeced surfacing 1s epplied as desoribed above,. .

2. Impregnation

The subgrade and the road bed are prepered in the seme manner ag above.
Following this a 10 to 12 om layer of very coerse road-metal is laid and
subjected to heavy rolling by heavy rollers. Asphalt (grade two or three)
heated 1o 140 = 160 degrees centigrade in rotating mixer-carriers is poured
over the entire traveled way of the road, After the asphalt soaks into

the coarse road-metal layer, another six to eight centimeter layer of fine
rosd-motal is added and subjected to heavy rolling., Following this portion
ofthe construction a second layer of hot asphalt; of the same temperaturs,
is poured, After this soaks into the surface a four centimeter layer of
very fine road-metel (visevka) is added and rolled by light-weight five

to eight ton rollers. A third coating of asphelt is poured, and then
covered by & lf to 2 om layer of sand (preferably coarse-grained sand).

A final rolling of the suwrface, by means of light rollers, completes: the
process, and the road is ready for use. This type of road belongs to the
Whlanketop* variety.

During the summer this type of rosd requires aystematic care sinoce the

asphelttands to “gweat® that is, it rises to the surface of the road., In

these instances it is necesaary to sand them in time, From the standpoint

of durability and solidity, this type of roed i1s second to the asphaltic~

concrete type in the "black-top® class. 4 K

3. Blending

The subgrads and the roadbed are prepared in the same manner as the
asphelt-concrete type. The hard roadbed is covered with gravel sc that
it forms a 10 to 12 om layer when mixed together with the asphalt. Gravel
is unloaded along the entire length of the road. A pit is made in the
gravel pllea into which liquid asphalt is to be poured., Carrierstruck

in the sold; liquid asphalt and pour it into the pit all slong the latter's
length. The gravel and asphalt ars mixed by meens of towed graders until
& finlghed mass 18 produced, The graders then push this onto the surface
of the traveled way of the road. This layer is rolled by heavy rollers
and the road 1s ready for use. This type of construciion is also of the
®black~top" class. It ie not as durable, and 1t is damsged in a compare-
tively short time when subjected to intense vehioular traffic,

b Doubio Surfacing Process

This type of road covering is epplied only to impregnated or asphaltic-
concrete type black-tops. On heavily worn portions of these types of roads
e four to six centimeter layer of fine road-metal rock is astrewn, rolled
with heavy rollers, and covered with hot asphalt (grade two or three) at

a temperature of 140 to 160 C. The hot asphalt then soaks into the road-
metel, This surface is then covered with a three to four centimeter layer
of much finer road-metal and rolled by light rollers. On top of this
rollsd surface, agphalt of the same type and temperature as above is poured.
As soon a8 it soeks into the road-metal it is oovered with a 1 to 2 om
gand layer and rclled by light rollers. A road repeired by this method
requires close care for the first two years, especially in the swmmer when
the hot sun cuases it to "sweat®,

5. Single-Surfacing Process

This type of road covering is applied to black-top roads with the exception
of those constructed by the “blending" method. The degree of weer and tear
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on a reconditioned road must not be too great., The worn portion of the :
road is covered by a four to five centimeter layer of road-metal, which is
rolled by light rollers and then covered by asphalt (grade 2 or 3}, heeted
to 140 to 160 degrees centigrade. After impregnation by the asphalt, the
surface is covered by a 1% to 2 em layer of sand and again rolled by meens
of light rollers. This type of road also requires timely care with the
arrival of the summer heat.

6. White Road-Metal Highways

Ts

8.

ED

The subgrade and the roadbed are prepared in the same menner as in the
previous cases. The roadbed is then covered with a 12 to 16 cm layer of
coarse road-metal and heevy rolled. After the first rolling a three to
four centimeter layer of very fine road-metal is added to the surface,

The rolling is repeated with s eimultanecus soaking by water. The lest step
of this construction consists of edding a 14 to 2 cm layer of coarse sand,
followed by a light rolling.

Oobblc;tono Roads

A 14 to 16 om layer of sand is added to a finished roadbed., The cobble-
stone surface is then put down by hammering individual cobblestones into
place. A filler layer of 1% to 2 cm of sand is added after the laying of
the sobblestones and then heavy rolled. A 2 to 2% em layer of soarse seand
is added and subjected to a final heavy rolling, In recent Yyears this
obsolete type of road construction in the USSR has not been used.

Dirt Roads

After construction of the subgrade and road profils, the surface is heavy
rolled. Uneven spots are then filled in with dirt and the rolling is
repeated., As a rule dirt roads are used only during the dry summer periods
#ince atmospheric precipitations makes them quickly rutted and unusable in
other seesons. Thess roads can only be considered as temporary ones and
are unsuitable for year-round vehicular traffic.

There are no roads with conorete sub-bases in Armenia. It is believed
that their construction is too expensive. The eonstruction principles of
such roads are unknown (to source). At the present time conorete roeds,
which constitute the best and most lesting type, are not being built.

Proportions of Highway Types

\thc appropriats percentages of the varicus types of
surface for those Armenian roads which were maintained by the Directorate
of Main Highways of Armenia wers as follows:

50X1

Asphalt-concrete roads: 345%
Black-top roads: ‘ 57.5%
White, road-metal highways: 30.08
Dirt roads: 9.0%

Miscsllaneous Highway Information

1.

Significance of By-Passes

By-passes along exipting automobile highways are built for the following
reasonss
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On road sections where there are landslides along steep hills, ausing

& constant destruction of the roadbed, by-passes offer a substitute road
profile less dangsrous to traffic. Landslides increase in proportion to
the amount of freight traffic and traffiec intensity. In such cases by-
Dasses are built to lessen the intensity of automobile transport and ag
much as poseible to r educe landslides,

Along portions of highways where there are centers of population with
-narrov streets impeding the normel flow of automobile traffic, by-pesses
ere built around such populated places. This insures s normal and constant
flow of traffic,

In spots where thers are sharp curves along the highway éxposing cars to
the danger of overturning and foroing them to reduce their speed, by-passes
are bullt to counteract such dangers and avoid automobile acoidents,

In genersl the purpose of bullding by-passes is to insure normsl s fast and
sefe automobile transport along the roade,

50X1
l.\ \comont: ‘ the organization and equipment

oI the Highway lLirontoru.to. 50X1

' ‘ 50X1
2, :Gommentn Highways end roads not serviced by Ushosdor
wers not known | Jand, therefors, not 50X1

included,

Annnios:

Annex A Skstch of the Highways of Armenia Serviced by 50X1
ghosdor,.~* : ‘
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